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Exhibit Template

Please use paragraph and character styles to format text. Basic 
styles have been set up in this template. Please set up new 
styles for any new formats you need.

Arrow treatment 

Main Color Palette and Graphic Styles (example only—customize as needed using CH2M HILL palettes and creating custom graphic styles)

Headlines: 10pt. Arial Narrow Bold
Body Text: 9pt. Arial Narrow
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Drop Shadow
(Hold down Alt and click the Drop 
Shadow style in the Graphic Style 

panel to apply to objects. Drop 
shadow settings: .02, .02, blur .03)

Box Treatment
To customize this Graphic Style:

Make changes to its appearance (for example, add 
round corners or a thicker stroke), then hold down Alt 

and drag it over the existing “Box Treatment” style in the 
Graphic Styles Panel. All items with this style applied will 
take on the new appearance. Create Graphic Styles for 
all commonly-used looks to keep graphics consistent.

NOTES:
Please make notes about any unique techniques used in this exhibit.
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UPPER AQUIFER
(non-po tab le )

UPPER AQUIFER
(potab le )

Intertidal NAPL seeps

Buried sludge/
naphthalene block Debris

Sheet Pile Wall

Transition 
from fresh 
groundwater 
to saltwater

Contaminant dissolution 
in soil water and eventual 
migration to groundwater

Groundwater flow

Low-permeability layers

Residual NAPL held in soil pores 
spaces by capillary forces

Neutrally buoyant NAPL

LNAPL

DNAPL pool: transport controlled by 
complex relationship between capillary, 
gravitational, and viscous/shear forces

Potential for migration of dissolved-phase 
contaminants and DNAPL through high-permeability 
areas within the low-permeability layer or when the 
low-permeability layer is absent

LOWER AQUIFER
(non-po tab le )

LOWER AQUIFER
(potab le )

NAPL releases
- Tanks and piping (now removed from property)
- Sumps

Contaminants 
dissolved in soil gas 
(minor mechanism)

Drips from treated 
logs (now removed 
from property)

Contaminants 
sorbed to soil
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DNAPL

NAPL left outside perimeter wall

Figure 3
Conceptual Site Model
Wyckoff OU-1 ROD Amendment
Wyckoff/Eagle Harbor Superfund Site
Bainbridge Island, Washington
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Sticky Note
The elevation of high tide appears to be too low.  please double-check the elevation of typical high tide.




